
2012-10-27

POST MOUNTING CURTAINSPOST MOUNTING CURTAINS

12.7

ALL NECESSARY PARTS INCLUDED  

AGCG107

Wall fastenings to attach pole 
to wall.  

AGCG104

Extra durable steel fastening to 
attach pole.  

To tie length to support on their 
entire distance.  

AGCG101

Curved at 90º, extra  
durable aluminum 0.125. 

4 feet long. 

Extra durable rail,  
aluminum 0.125. 

1 in. de width X 2 1/2 in. height. 

Maximum length of 15 feet.

AGCG102

Nylon castors with S hook.  

Riveted castors to steel frame.  

To isolate from dusts.  
Welding screen.
Different materials available. 
Vinyl 14 mil, clear, yellow, 
orange, blue and black. 
Vinyl 16, 20 et 40 mil clear. 
Cotton 10, 15 et 20 oz.
Flame resistant.  
Any many more…. 

AGCG110 

2 in. X 2 in. extra durable post.  

Base every 10 feet of rail. 

Specify size when ordering. 

AGCG100

AGCG106



2012-10-27

SUSPENDED MOUNTING CURTAINSSUSPENDED MOUNTING CURTAINS

12.8

ALL NECESSARY PARTS INCLUDED  

AGCG107
Wall fastenings to attach pole to 
wall.  

AGCG104
Extra durable steel fastening to attach 
pole.  

AGCG108
Extra durable ceiling fastener allows a 
closer mounting to the ceiling.  

AGCG112 

C fastening, accept threaded 
rods to fix rail at the right 
height.  

Steel  threaded rod 3/8 in.  

Rod every 10 feet of rail.  

AGCG114 

3/8 in. adaptor to join threaded
        rod to threaded hook. 

AGCG106

To tie length to support on their 
entire distance. 

Threaded hook. 

AGCG101
Curved at 90º, extra  
durable aluminum 0.125. 

AGCG100

Extra durable, aluminum 
0.125. 

1 in. width X 2 1/2 in. 
height . 

Maximum length of 15 feet.

AGCG102
Nylon castors with S 
hook.  

Riveted castors to steel 
frame.  

AGCG118 

AGCG116 


